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DRAFT FLOODPLAIN MANAGEMENT PLAN FOR THE BORDER RIVERS VALLEY FLOODPLAIN 2018 

Report card for Border Rivers Management 
Zone B - Flood Storage & Secondary Flood 
Discharge Areas (MZ B) 

Description Flood storage and secondary flood discharge areas  

(light blue areas on the draft Management Zone map)  

MZ B includes areas of the floodplain that are 
important during the passage of large floods and for 
the temporary storage of floodwaters. 

MZ B also includes areas that are protected by existing 

flood works that are limited height and overtopped by large 
floods. MZ B does not include areas identified as MZ A.  
Controlling flood work development in MZ B is important to manage the cumulative 
and local impacts of flood works on flood behaviour. 

Proposed rules for MZ B support the maintenance of flow paths and temporary 
storage of floodwaters while providing for appropriate flood work development. 

Ecological 
Assets 

MZ B includes ecological assets identified as high priority flood-dependent woodland 
which generally tolerate less frequent flooding than those in MZ A to maintain their 
ecological character. 

The ecological assets in MZ B would only be flood connected during moderate and 
large floods. 

Cultural 
Assets 

MZ B includes cultural assets such as: 

• Scarred trees 

• Scarred trees that are/were associated with being a carved tree or ceremony 
location of special significance. 

Cultural assets in MZ B are likely to only be flood connected during moderate and 
large floods. Cultural assets may be linked to flood-dependent ecological assets.  

Key Statistics Area (ha) 

Area (% total area) 

282,700ha 

50.63% 
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Proposed Management Zone Rules 

Advertising 

Proposed rule 
(R1.) 

A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B unless, in the Minister’s opinion, the flood 
work is advertised, or is proposed to be: 

- no more than a maximum height of 40 cm above the natural surface level at any 
location, or 

- used as a stock refuge, and: 

(i) accounts for no more than 5% of the total area of the landholding, and 

(ii) is no more than 10 ha in size in any single location in MZ B, or  

- used as an infrastructure protection work, and the area enclosed by the   
infrastructure protection work accounts for no more than 1% of the total area of 
the landholding. 

Current 
Management 

All Areas (proposed stock refuge policy): 
Stock refuges could be 10 ha in size in any single location or up to 5% of the 
property in total area. Also required to be located outside of sensitive areas or 
observed major flow paths. In practice, the thresholds in this policy were applied to 
infrastructure protection works as well. 

Key factor/s for 
decision making 

This rule streamlines the approvals process for the construction or amendment of 
flood works in MZ B that are minor in nature by not requiring advertising. 

Applications for the construction or amendment of all other flood works in MZ B do 
require advertising as part of the approvals process. 

Proposed Assessment Criteria  

Ecological Impacts 

Proposed 
assessment 
criteria 
(AC1.) 

A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B unless, in the Minister’s opinion, the flood work 
will be constructed to maintain adequate flood connectivity to ecological assets, and 
to facilitate fish passage, under a range of flood scenarios, including at a minimum, 
scenarios for the 1976 and 2013 design floods. 

Current 
management 

Designated Floodplain: 

Macintyre Valley Draft Interim Policy 2004: Requirement to maintain flood connectivity 
to wetlands, floodplain vegetation, fish habitat and groundwater recharge areas. 
All Other Areas: 

Part 8 Matters for General Consideration (Section 166C WA1912) requires regard for 
the need to maintain the natural flood regimes in wetlands and related ecosystems 
and the preservation of any habitat, animals (including fish) or plants that benefit from 
flooding; any geographic features, or other matters, of Aboriginal interest that may be 
affected by a controlled work; and the protection of the environment. 

New FMPs: 

Equivalent assessment criteria included. 

Key factor/s 
for decision 
making 

• The management zones were designed at a strategic scale and may not always 
account for the complex network of flow paths and pathways that are important for 
maintaining the ecological character of flood-dependent floodplain assets. 
Therefore, this criterion is proposed to ensure that all flood-dependent ecological 
assets are specifically considered during the assessment of flood work 
applications. 

• Flood connectivity that facilitates fish passage is specifically dealt with in the 
assessment criteria because consultation with agency experts determined that fish 
habitat on the floodplain is a significant asset that requires additional protection 
measures. 
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Aboriginal Values and Heritage Site Impacts 

Proposed 
assessment 
criteria 
(AC2.) 

A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B unless, in the Minister’s opinion, the flood work 
will be constructed to maintain adequate flood connectivity to Aboriginal values and to 
Heritage sites under a range of flood scenarios, including at a minimum scenarios for 
the1976 and 2013 design floods. 

Current 
management 

All Areas: 

Part 8 Matters for General Consideration (Section 166C WA1912) requires regard for 
the need to maintain the natural flood regimes in wetlands and related ecosystems 
and the preservation of any habitat, animals (including fish) or plants that benefit from 
flooding; any geographic features, or other matters, of Aboriginal interest that may be 
affected by a controlled work; and the protection of the environment. 

New FMPs: 

Equivalent assessment criteria included. 

Key factor/s 
for decision 
making 

The management zones were designed at a strategic scale and may not always 
account for the complex network of flow paths and pathways that are important for 
maintaining the character of flood-dependent floodplain Aboriginal value / Heritage 
site assets. Therefore, this criterion is proposed to ensure that all flood dependent 
Aboriginal value / Heritage site assets are specifically considered during the 
assessment of flood work applications. 

Heritage Site Impacts 

Proposed 
assessment 
criteria 
(AC3.) 

A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B unless, in the Minister’s opinion, the 
construction of the flood work is not likely to disturb the ground surface of a heritage 
site or cause more than minimal erosion to a heritage site. 

Current 
management 

All Areas: 

The potential for the construction of a flood work to impact on heritage sites was not 
dealt with under the Water Act 1912. 

New FMPs: 

Equivalent assessment criteria included. 

Key factor/s 
for decision 
making 

Consultation with agency experts identified that some heritage sites are at risk from 
being impacted during the construction of a flood work or as a result of erosion from 
changes to flood behaviour caused by a flood work. In combination with the National 
Parks and Wildlife Act 1974, and by referencing databases identified in Division 3 of 
the FMP this assessment criterion will help to ensure that the sites are not impacted 
by a flood work proposal. 

Drainage Impacts 

Proposed 
assessment 
criteria 
(AC4.) 

A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B unless, in the Minister’s opinion, the flood work 
will be constructed to maintain adequate drainage on 

(i) adjacent landholdings and  

(ii) other landholdings 

that may be affected by the proposed flood work. 
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Current 
management 

Guidelines for Flood Plain Management of the Border Rivers:  

Describes the following general management principles: 

• land that can be protected can be maximised providing that no other properties 
are adversely affected as a result 

• the exit of floodwater from floodways should be at rates and depths similar to 
those which would have been experienced under natural conditions 

• care must be taken to ensure that sufficient pondage is retained on the floodplain 
so that the flood wave is not unduly accelerated to downstream areas and its 
height increased 

All Other Areas:  

Part 8 Matters for General Consideration (Section 166C WA1912) requires regard for 
the effect or likely effect of a controlled work on existing dominant floodways or exits 
from floodways, rates of flow, flood water levels and the duration of inundation. 
New FMPs: 

Equivalent assessment criteria included. 

Key factor/s 
for decision 
making 

This criterion was developed to ensure that flood-work applications do not impact 
drainage on neighbouring properties. The management zones were designed on a 
strategic scale and may not always account for the possibility that a type of flood work 
might impact on local drainage, which may cause a significant disruption to the daily 
life of surrounding landholders.  

Hydraulic - Local Impacts 

Proposed 
assessment 
criteria 
(AC5.) 

Redistribution 
A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B if, in the Minister’s opinion, construction of the 
flood work is likely to redistribute the peak flood flow by more than 5% on: 

(i) adjacent landholdings, and  

(ii) other landholdings  

that may be affected by the proposed flood work when compared to the peak flood 
flow under existing development conditions* for a range of flood scenarios, including at 
a minimum, the 1976 design flood. 

*Note: Existing development conditions mean the development conditions at 
commencement of the plan. 

Current 
Management 

Guidelines for Flood Plain Management of the Border Rivers:  

• land that can be protected can be maximised providing that no other properties are 
adversely affected as a result 

• the exit of floodwater from floodways should be at rates and depths similar to those 
which would have been experienced under natural conditions 

• care must be taken to ensure that sufficient pondage is retained on the floodplain 
so that the flood wave is not unduly accelerated to downstream areas and its 
height increased  

Designated Floodplain: 

Macintyre Valley Draft Interim Policy 2004: Percentage peak redistribution is to be a 
maximum of 2% of the pre-development distribution. There is Minister’s discretion to 
consider a proposed work that could result in a percentage redistribution of more than 
5%.  
All Other Areas: 

Part 8 Matters for General Consideration (Section 166C WA1912): Requires regard for 
the effect or likely effect of a controlled work on the passage, flow and distribution of 
flood waters. 

New FMPs: 

Equivalent assessment criteria included. 
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Key factor/s for 
decision 
making 

• This criterion ensures that the construction or amendment of flood works will not 
significantly change key hydraulic parameters in the local area. 

• The effect of a flood work on flood flow redistribution under existing development 
conditions rather than pre-development conditions is considered because there is 
general acceptance of current development levels and it is impractical to model 
flow redistribution under pre-development conditions.  

• Introducing a threshold to other areas improves consistency and effectiveness of 
flood work approvals 

• A range of flood scenarios can be considered if required. 

Proposed 
assessment 
criteria 
(AC6.) 

Flood levels 
A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B if, in the Minister’s opinion, construction of the 
flood work is likely to increase flood levels by more than 20cm on  

(i) adjacent landholdings, and  
(ii) other landholdings  

that may be affected by the proposed flood work when compared to the peak flood 
levels under pre-development and existing development conditions* for a range of 
flood scenarios, including at a minimum, the 1976 design flood. 

Note: What this means is that the summation of affluxes as described above cannot 
exceed 20cm. 

*Note: Existing development conditions mean the development conditions at 
commencement of the plan. 

Current 
Management 

Guidelines for Flood Plain Management of the Border Rivers:  

• land that can be protected can be maximised providing that no other properties are 
adversely affected as a result 

• the exit of floodwater from floodways should be at rates and depths similar to 
those which would have been experienced under natural conditions 

• care must be taken to ensure that sufficient pondage is retained on the floodplain 
so that the flood wave is not unduly accelerated to downstream areas and its 
height increased 

• provision should be made for local drainage from protected areas, but the design 
of such drainage is the responsibility of individual landholders. 

Designated Floodplain: 

Macintyre Valley Draft Interim Policy 2004: Alignments to be consistent with 
guidelines.  Where the guidelines are not applicable, the allowable afflux or peak 
water level increase will be assessed as part of a merit based approach. Factors 
considered in assessing the assessable increase include will include the location of 
public and private infrastructure such as dwellings, roads 

All Other Areas: 

Part 8 Matters for General Consideration (Section 166C WA1912) requires regard for 
the effect or likely effect of a controlled work on the passage, flow and distribution of 
any flood waters. 

New FMPs: 

Equivalent assessment criteria included. 
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Key factor/s for 
decision 
making 

• To ensure that the construction or amendment of flood works will not significantly 
change key hydraulic parameters in the local area. 

• The effect of a flood work on flood levels under the natural flow regime and 
existing development conditions is considered. Flood level increases are 
assessed by comparing the natural flow regime with existing and then proposed 
conditions and summing the impacts to make sure the allowable threshold is not 
exceeded. 

• Flood level increases greater than 20 cm are considered to be too great and will 
not be accepted in the proposed plan. 

• Introducing a threshold to other areas improves consistency and effectiveness of 
flood-work approvals. 

• A range of flood scenarios can be considered if required. 

Proposed 
assessment 
criteria 
(AC7.) 

Flood flow velocities 
A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B if, in the Minister’s opinion, construction of the 
flood work is likely to increase the flood flow velocity by more than 50%  
(i) on the landholding under application, and 
(ii) adjacent landholdings, and  
(iii) other landholdings 

that may be affected by the proposed flood work when compared to a flow velocity 
under pre-development and existing development conditions* for a range of flood 
scenarios including, at a minimum, the 1976 design flood, unless:  

(i) increases by more than 50% are in isolated areas where the landholder mitigates 
the impact on the flood wave so that the average impact across the landholding 
under application is no greater than 50%, and 

(ii) flow velocity is not increased by more than 50% at the boundary of the 
landholding under application. 

*Note: Existing development conditions mean the development conditions at 
commencement of the plan. 

Current 
Management 

Guidelines for Flood Plain Management of the Border Rivers:  

Describes the following general management principles: 

• land that can be protected can be maximised providing that no other properties are 
adversely affected as a result 

• care must be taken to ensure that sufficient pondage is retained on the floodplain 
so that the flood wave is not unduly accelerated to downstream areas and its 
height increased 

• provision should be made for local drainage from protected areas, but the design 
of such drainage is the responsibility of individual landholders. 

Designated Floodplain: 

Macintyre Valley Draft Interim Policy 2004: Flood control works should not increase 
velocities of flood flow by more than 50% from the pre-development flow velocities 
and listed maximum/limiting flow velocities are: 

• bare soil 0.4 m/s 
• crop 0.6 m/s 
• native tussocky grass 0.8 m/s. 

All Other Areas: 

Part 8 Matters for General Consideration (Section 166C WA1912) requires regard for 
the effect or likely effect of a controlled work on existing dominant floodways or exits 
from floodways, rates of flow, flood water levels and the duration of inundation. 

New FMPs: 

Equivalent assessment criteria included. 
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Key factor/s for 
decision 
making 

• To ensure that the construction or amendment of flood works will not significantly 
change key hydraulic parameters in the local area. 

• Flow velocity increases will be assessed by comparing the natural flow regime 
conditions with existing and proposed conditions to ensure the allowable 
threshold is not exceeded. 

• Introducing a threshold to other areas improves consistency and effectiveness of 
flood-work approvals. 

• A range of flood scenarios can be considered if required. 

Proposed 
assessment 
criteria 
(AC8.) 

Flood levels and impact on high value infrastructure 
A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B if, in the Minister’s opinion, construction of the 
flood work is likely to increase flood levels such that they impact high value 
infrastructure when compared to flood levels under pre-development and existing 
development conditions* for a range of flood scenarios including at a minimum the 
1976 design flood. 

*Note: Existing development conditions mean the development conditions at 
commencement of the plan. 

Current 
Management 

Guidelines for Flood Plain Management of the Border Rivers:  

Describes the following general management principles: 

• land that can be protected can be maximised providing that no other properties are 
adversely affected as a result 

• care must be taken to ensure that sufficient pondage is retained on the floodplain 
so that the flood wave is not unduly accelerated to downstream areas and its 
height increased 

• provision should be made for local drainage from protected areas, but the design 
of such drainage is the responsibility of individual landholders. 

Designated Floodplain: 

Macintyre Valley Draft Interim Policy 2004: Any increases in afflux must assess 
impacts on the location of private and public infrastructure, and thus high value 
infrastructure. 

All Other Areas:  
Part 8 Matters for General Consideration (Section 166C WA1912) requires regard for 
the effect or likely effect of a controlled work on the passage, flow and distribution of 
any flood waters. 

New FMPs: 

Equivalent assessment criteria included. 

Key factor/s for 
decision 
making 

High value infrastructure is seen as important in terms of requiring a high level of 
protection. This criterion provides the capacity to consider whether or not the 
proposed construction or modification of a flood work in MZ B may impact high value 
infrastructure by increasing flood levels. 
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Proposed 
assessment 
criteria 
(AC9.) 

Flow velocities and soil erodibility 
A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B if, in the Minister’s opinion, construction of the 
flood work is likely to increase flow velocity by an amount that is likely to have more 
than a minimum impact on soil erodibility on 

(i) the landholding under application, and 

(ii) adjacent landholdings, and 

(iii) other landholdings 

that may be affected by the proposed flood work, taking into account the groundcover 
on those landholdings. 

Current 
Management 

Guidelines for Flood Plain Management of the Border Rivers:  

Describes the following general management principles: 

• land that can be protected can be maximised providing that no other properties are 
adversely affected as a result 

• care must be taken to ensure that sufficient pondage is retained on the floodplain 
so that the flood wave is not unduly accelerated to downstream areas and its 
height increased 

• provision should be made for local drainage from protected areas, but the design 
of such drainage is the responsibility of individual landholders. 

Designated Floodplain: 

Macintyre Valley Draft Interim Policy 2004: Any flood control works should not 
increase velocities of flood flow by more than 50% from the pre-development flow 
velocities and maximum/limiting flow velocities are: 

• bare soil 0.4 m/s 
• crop 0.6 m/s 
• native tussocky grass 0.8 m/s.  
All Other Areas:  

No equivalent policy. 

New FMPs: 

Equivalent assessment criteria included. 

Key factor/s for 
decision 
making 

• To ensure that flood-work applications will not significantly change key hydraulic 
parameters in the local area. 

• This assessment criterion provides flexibility to consider ground cover when 
assessing the potential impact of a flood work on soil erodibility.  
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Hydraulic - Cumulative Impacts 

Proposed 
assessment 
criteria 
(AC10.) 

A flood work approval must not be granted or amended to authorise the construction 
or modification of a flood work in MZ B if, in the Minister’s opinion: 
• construction of the flood work is likely to redistribute the peak flood flow by more 

than 5% at any of the Peak Discharge Calculation Points shown on the Peak 
Flood Flow Distribution (1976) Map under existing development conditions*, and 

• construction of the flood work would be likely to redistribute the peak flood flow by 
more than 5% at any location and under any flood scenario considered relevant 
by the Minister. 

*Note: Existing development conditions mean the development conditions at 
commencement of the plan. 

Current 
Management 

Guidelines for Flood Plain Management of the Border Rivers:  

Describes the following general management principles: 

• land that can be protected can be maximised providing that no other properties 
are adversely affected as a result 

• the exit of floodwater from floodways should be at rates and depths similar to 
those which would have been experienced under natural conditions 

• care must be taken to ensure that sufficient pondage is retained on the floodplain 
so that the flood wave is not unduly accelerated to downstream areas and its 
height increased 

Designated Floodplain: 

Macintyre Valley Draft Interim Policy 2004: Cumulative effects must be considered 
which include loss of storage affecting the attenuation of flood peaks along the 
floodplain and any incremental changes to depth, velocity or flow distribution which 
may have previously occurred due to existing approved development. This will entail 
comparing the proposal against the undeveloped scenario or greenfields scenario. 

The hydraulic effects of encroachment need to be compared against the “no-
development” scenario ensuring that the cumulative impacts will be no greater than 
the ‘guidelines’ scenario. 

All Other areas:  
Part 8 Matters for General Consideration (Section 166C WA1912) requires regard for 
the effect or likely effect of a controlled work on existing dominant floodways or exits 
from floodways, rates of flow, flood water levels and the duration of inundation. 
New FMPs: 

Equivalent assessment criteria included. 

Key factor/s for 
decision 
making 

• It is expected that hydraulic modelling will show that the existing flood work 
development will have altered the flow distribution between major branches of the 
Border Rivers Floodplain. Further redistribution may have consequences from 
socio-economic, hydraulic, ecological and cultural perspectives. Therefore the 
cumulative impact of current and future works will be required to be assessed to 
ensure that the current flood flow distribution is maintained.  

• A range of flood scenarios can be considered at any location on the floodplain if 
required. 
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State-wide Exemptions 

State-wide Exemptions 

State-wide 
Exemptions 

As per the Water Management (General) Amendment (Flood Work Approvals) 
Regulation 2015, the following exemptions from the requirement to hold a flood work 
approval under the Water Management Act 2000 apply in MZ B: 

• Works constructed by the State Emergency Service 

• Works constructed by a local Council within a managed designated high flood risk 
area under a development authorisation granted by the local Council 

• Works constructed by a person (other than a local Council) within a managed 
designated high flood risk area, on a total area of no more than 0.2ha, under a 
development authorisation granted by the local Council 

• Ring embankments around homes and farm infrastructure, protecting not more than 
2 ha in area and not more than 10% of the total property area 

• Public roads and railways 

• Earthworks less than 150mm above natural surface level including farm tracks and 
check banks 

Background 
information 

The exemptions are part of the Water Management (General) Amendment (Flood Work 
Approvals) Regulation 2015 and are not part of this Plan. 

The exemptions are for works or types of works which are considered to be low risk or 
necessary for public safety, or which are more appropriately overseen by another 
government body such as a local council. For these types of works, requiring a flood 
work approval is considered to be unnecessary red tape. 

Other key factors 
• The construction of new and amendment of existing licensed flood works requires approval under the 

Water Management Act 2000 
• Applications for the construction of flood works that do not require advertising must fulfil ecological, 

Aboriginal value, Heritage and drainage criteria; and may also be required to fulfil, hydraulic local and 
cumulative impact assessment criteria in MZ B. 

• Applications for the construction of flood works may require the submission of technical studies or 
supporting information to demonstrate that the proposed flood work meets the assessment criteria for 
MZ B. 

Public exhibition 
Feedback is sought from stakeholders on the proposed rules and assessment criteria for MZ B. 

More information 
www.water.nsw.gov.au  

This report card has been provided as a summary of the rules and assessment criteria for Management 
Zone B. To view the exact wording of the Draft Floodplain Management Plan for the Border Rivers Valley 
Floodplain 2018, written in the required statutory format, please visit the Department of Industry – Water 
website. 
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